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1. COVER THE 2'X2° PUMP OPENING WITH THE STEEL COVER PLATE GUARDRAIL BOTH SIDES s
WHEN NOT IN USE. (SEE DETAILS)
2. PLACE 2" THICK BOARDS OVER THE GALVANIZED STEEL PIPE TO
COVER THE RAMP PUSH—-OFF OPENING DURING AGITATION AND
PUMPING OPERATIONS.
3. AUTOMOBILE OR LIGHT TRUCK TIRES SHALL BE HUNG ON THE
ENDWALL TO PROTECT THE ENDWALL DURING PUSH-OFF OPERATIONS.
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PLATE CUT 10 MATCH THE S-S o ST PIPE: | CONCRETE: o = 4000 P n =8 h
OUT—TO-OUT DIMENSIONS 4 REQUIRED T fc = 1600 psi
OF THE RECESSED SEAT — STEEL: fs = 20,000 psl (GRADE 40 Ll
WITH Jg ® CLEARANCE s = 20,000 psi ) >
AROUND THE PERIMETER. T BACKFILL:  WELL—GRADED SAND, SILT AND CLAY -
2 20 S T v V—— MIXTURE WITH LESS THAN 50X FINES.
N | | ~ J .2 —e CONST. JOINT MOIST DENSITY EQUAL TO 120 pef.
l LN r l nl BEDDING MATERIAL SLAB: 8 INCH SLAB CHECKED FOR A 100 H.P.
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- BACKFILL AND BEDDING MATERIAL NOTES °
?
1. COMPACTING FILL ADJACENT TO THE WALLS SHALL NOT START PRIOR TO 14 DAYS AFTER < g
; o . 2 CONCRETE PLACEMENT. §
2. THE BEDDING MATERIAL SHALL BE A SAND OR SAND—GRAVEL MIXTURE WITH 100X PASSING THE Q ®
Scale In Feet 2" SIEVE AND LESS THAN 5X BY WEIGHT PASSING THE # 200 SIEVE. COMPACTION SHALL BE ACCONPLISHED 75) B
BY THOROUGHLY WETTING BEDDING MATERIAL 24 HOURS PRIOR TO PLACING THE SLAB. THE BEDDING MATERIAL 3
SHALL BE WETTED IMMEDIATELY BEFORE PLACING SLAB. - 3

3. THE MAXIMUM SIZE ROCK INCORPORATED INTO THE BACKFILL SHALL BE 3 INCHES. THE MAXIMUM THICKNESS
OF EACH LAYER COMPACTED WITH MANUALLY DIRECTED POWER TAMPER BEFORE COMPACTION SHALL BE 4
INCHES. THE MOISTURE CONTENT OF FINE GRAINED BACKFILL MATERIAL SHALL BE SUCH THAT WHEN KNEADED
IN THE HAND, THE SOIL WILL FORM A BALL THAT DOES NOT READILY SEPARATE. COMPACTION SHALL BE
EQUAL TO THAT OF THE SURROUNDING SITU EARTH MATERIAL.

CREDIT: CONCEPT AND PROPORTIONING OF RAMP BY JOHN BUIE, SCS SOMERSET, KENTUCKY. DESIGN BY SCS, SNTC.




